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Based upon a request by Hop Kee Pyromagic Ltd., Rm 2104-6 Alliance Building, 133 

Connaught Road Central, Central,  Hong Kong the following items are classed in accordance 

with § 173.56, Title 49, Code of Federal Regulations.  A copy of your application, all supporting 

documentation and a copy of this approval must be retained and made available to DOT upon 

request.  This Competent Authority Approval only authorizes devices that comply with the APA 

87-1 Standard, incorporated by reference per § 171.7(a)(3).  For renewal, please refer to 

§ 107.705(c).  Each application for renewal must contain a certification by the applicant that the 

explosive device for which renewal is being requested is produced by the same manufacturer(s) 

and is identical to the originally approved device in size, construction, weight and chemical 

composition and continues to comply with the APA 87-1 Standard. 

 

U.N. PROPER SHIPPING NAME AND NUMBER: 

Fireworks, UN0336  

 

U.N. CLASSIFICATION CODE:  1.4G 

 

REFERENCE 

NUMBER 

PRODUCT DESIGNATION / PART NUMBER 

EX2007020303 HK133-1.4G Artillery Shells Series; 0008* Festival 

(Peony) Ball W/Fuse & Lift; 0008*-12 Festival Ball; 

0008*-AFSL Festival Ball; 0008*-AFSL-M Festival 

Ball; 0008*-SF Festival (Peony) Ball W/Fuse & Lift; 

0008*SB-AFSL Festival Ball; W515B 1-3/4" Artillery 

Shell W/Fuse & Lift; W515B-AFSL 1-3/4" Artillery 

Shell; W515P2 1-3/4" Artillery Shell - 2 Tubes; 

W515P2-AFSL 1-3/4" Artillery Shell - 2 Tubes; W518A 

Crackling Artillery Shell 1-3/4"; W518A-AFSL 1-3/4" 

Crackling Artillery Shell; W519E 1-3/4" Assorted 

Artillery Shell; Mix W/W515B; W520; W518A; 

W519E-AFSL 1-3/4" Assorted Artillery Shell; W520 

Whistling Artillery Shell 1-3/4"; W520-AFSL 1-3/4" 

Whistling Artillery Shell; MX501 1-3/4" Assorted 

Artillery Shell; MX501-AFSL 1-3/4" Assorted Artillery 

Shells; MX501W 1-3/4" Assorted Artillery Shells; 

MX501W-AFSL 1-3/4" Assorted Artillery Shells; 

MX502 Festival Ball; MX502-AFSL Festival Ball; 



Tracking No:  2011012072  Page 2 of 2 

MX502W-AFSL Festival Ball; MX503 1-3/4" Artillery 

Shell; MX503-AFSL 1-3/4" Artillery Shells; MX504 

Crackling Artillery Shells 1-3/4"; MX504-AFSL 1-3/4" 

Crackling Artillery Shells; MX505 Whistling Artillery 

Shells 1-3/4"; MX505-AFSL 1-3/4" Whistling Artillery 

Shells; MX506 Smart Bombs; MX506A Smart Bombs; 

MX530 3-in-1 Artillery Shells Kit; MX530-AFSL 3-in-1 

Artillery Shells Kit; HFA-006 Festival Ball; HFA-014 

Shotgun Festival Ball w/ window; GPAS0015 Crackling 

Artillery Shell 1-3/4"; GPAS0016 Whistling Artillery 

Shell 1-3/4"; GPAS0017 Small Festival Balls; 

GPAS0019 1-3/4" Artillery shell; W515B-NJ 1-3/4" 

Artillery Shell; KAS-109 Whistling Artillery Shell 

 

Notes: This approval as revised supersedes all previous versions. 

 

Reloadable Mine/Shell kits are limited to 400 grams of pyrotechnic composition and must be 

packaged in a ratio not to exceed 12 shells to 1 tube. Multiple packages may be overpacked for 

transportation. 

  

DATED:  04/23/2011 
 

 
For Dr. Magdy El-Sibaie 

Associate Administrator for Hazardous Materials Safety 

 


